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Register integration (or just integration) is a register renaming discipline that implem 
physical register sharing. Initially developed to perform squash reuse, the integration 
reuse scenarios. Here, ... 

4 s . . pjvbased inierrrie 

^ March 1995 Papers from the 1995 ACM SIGPLAN workshop on Intermediate representa 
Publisher: ACM 

Full text available: "gjPdf (157.59 KB) Additional Information: full citation, sbs-raci, •e:e;e-x:e$;. 

Bibliometrics: Downloads (6 Weeks): 17, Downloads (12 Months): 79, Downloads (Overall): < 



file://C:\DOCUME~ l\tdao l\LOCALS~ l\Temp\4AON6F5U.htm 



10/2/2009 



Page 2 of 5 

We present a graph-based intermediate representation (IR) with simple semantics ar 
implementation. The IR uses a directed graph with labeled vertices and ordered inpul 
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We introduce an energy consumption analysis of complex digital systems through a c 
processor by using a new energy measurement technique. We developed a cycle-acc 
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In this paper a concept of an operating system nucleus is introduced and its synthesi 
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A new, microcoded, RISC-type system is proposed and presented. The microcode is J 
Nanomemory in the CPU. The 8-bit opcode of each instruction is a direct address to t 
Nanomemory 64-bit word (horizontal microcode) ... 
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Many portable and embedded applications are characterized by spending a large frac 
program loops. To improve performance, many embeded systems use special instruc 
executions. These special ... 

13 A comparison of the code space and execui c eqaa 
Acomputer architectures 



file://C:\DOCUME~ l\tdao l\LOCALS~ l\Temp\4AON6F5U.htm 



10/2/2009 



Page 4 of 5 

December 1978 Ml CRO 1 1 : Proceedings of the 1 1th annual workshop on Microprogram n 
Publisher: ACM 

Full text available: "gjPdf ( 47008 KB ) Additional Information: * \ • „ , ;;b;;;-ac::, -eie-er-c-^.. 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 1 1 , Downloads (Overall): 70 

A method is presented for deriving lower and upper bounds for memory space and e> 
FORTRAN assignment statements. Formulas, in terms of variable references, are pres 
six hypothetical computer architectures, ... 

Also published in: 
December 1978 SIGMICRO Newsletter Volume 9 Issue 4 

1 4 AmicrocodedRlSC 

D K DuBose, 0 K_ Folakis, D, Tabak 

June 1986 SI GARCH Computer Architecture News , Volume 14 issue 3 
Publisher: ACM 

Full text available: ^Pdf (363.51 KB) Additional Information atio ct, cite 

Bibliometrics: Downloads (6 Weeks): 1 , Downloads (12 Months): 8, Downloads (Overall): 76, 

A new, microcoded, RISC-type system is proposed and presented. The microcode is e 
Nanomemory in the CPU. The 8-bit opcode of each instruction is a direct address to t 
Nanomemory 64-bit word (horizontal microcode) ... 

15 Derive;...^ s Lnstru! c " - - - r; 0 

^January 2000 DYNAMO '00: Proceedings of the ACM SIGPLAN workshop on Dynamic an 
optimization 
Publisher: ACM 

Full text available: "II Pdf (1.07 MB) Additional Information: \ , -eie-i^c-^ .. 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 26, Downloads (Overall): 4' 

Many binary tools, such as disassemblers, dynamic code generation systems, and exi 
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Embedded systems often have severe memory constraints requiring careful encoding 
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an effective approach to obtain ... 



Keywords: Java, canonical Huffman code, code compression, decoder 



The ACM Portal is published by the Association for Computing Machinery. Copyright © 2009 ACM, Inc 



file://C:\DOCUME~ l\tdao l\LOCALS~ l\Temp\4AON6F5U.htm 



10/2/2009 



Page 5 of 5 

Useful downloads: S , v I - ® ^ 1 



file://C:\DOCUME~ l\tdao l\LOCALS~ l\Temp\4AON6F5U.htm 



10/2/2009 



